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Features 

RoHS
IP67      

High power 
Chassis installation type 
RoHS Complied 
Protection grade IP67 
Applicable industries: power, elevator, transducer, automobile, 
generators, ship etc. 

Electrical and mechanical characteristics 

Characteristics Standards Test methods 

Resistance tolerance 1%(F) 2%(G) 5%(J) 10%(K) Testing by the resistance testin 

Temperature coefficient 300ppm/ Room temperature +100

Short-time load R 1% U= PR10 5 seconds

The
resistance between the terminals and the 

aluminum shell Insulation resistance 1000M min 

60
The 60 seconds Max. insulation 

voltage between the terminals and the 
aluminum shell 

Dielectric withstanding voltage no evidence of mechanical damage or insulation breakdown 
R 0.2%

Vibration no evidence of mechanical damage 
R 0.2%

XY 2  2hours each 
frequency 10~55Hz 
amplitude 1.5mm 

Environmental charactaristics 

Characteristics Standards Test methods 

Heat resistance no evidence of mechanical damage 
R 0.5%

200   2 hours

Humidity no evidence of mechanical damage 
R 0.5%

40   95%RH 
500 hours

Load life in humidity no evidence of mechanical damage 
R 0.5%

40   95%RH 
U=0.1 PR 90 minutes ON, 30 

minutes OFF,  500  hours 
U= PR 90 minutes ON, 30 

minutes OFF,  1000 hoursLoad life R 3%

Flame retardant no evidence of flaming or arcing 
1~6

1~6times rated power load 
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  Surface temperature rise (chassis installation)   Ambient temperature and power derating cure

Specifications and dimensions 

CRX 60W~150W 

Remark The power and dimension can be especially customized for customers

Part No. regulation 

 CRX 60B J 0 B001 10R00

Product name Power Tol. Special code Forming Ohm

Boat type aluminum 
housed wirewound 
resistors 

60B=60W
100=100W
150=150W

F= 1%
G= 2%
J= 5%
K= 10%

B001=B 0R100=0.1
0R220=0.22
10R00=10
100R0=100
10K00=10K


